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AMENDMENTS TO THE CLAIMS 
A detailed listing of all claims that are, or were, in the present application, 
irrespective of whether the claim(s) remains under examination in the application are presented 
below. The claims are presented in ascendiTig order and each includes one status identifier. 
Those claims not cancelled or withdrawn but amended by the current amendment utilize the 
following notations for amendment: 1. deleted matter is shown by strikethrough for six or more 
chamcters and double brackets for five or less characters; and 2. added matter is shown by 
underlining. 

1. (Withdrawn) A parking lock state releasing apparatus for a vehicle with a 
transmission control device, wherein the transmission control device has a shifting body and 
detects an operating state of the shifting body, wherein the transmission control device shifts a 
connecting state of a transmission based on the detection result, the apparatus comprising: 

a releasing switch, which is located in a passenger compartment; and 

a releasing means, wherein the releasing means generates gas by causing ignition 

in response to operation of the releasing switch and changes the parking lock state of the 

transmission to the release state using the pressure of the gas. 

2. (Witlidrawn) The parking lock state releasing apparatus according to claim 1, fiirther 
comprising an actuation permitting means, wherein the actuation permitting means permits or 
prohibits actuation of the releasing means in response to the operation of the releasing switch. 

3. (Withdrawn) A parking look state releasing apparatus for a vehicle with a transmission 
control device, wherein the transmission control device has a shifting body and detects an 
operating state of the shifting body, wherein the transmission control device shifts a connecting 
state of a transmission based on the detection result, the apparatus comprising: 

a parking lock member, which is located in the transmission, wherein the parking 
lock member mechanically locks wheels of the vehicle by means of the transmission; 
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a releasing switch, which is located in a passrager compartment; and 

an ignition drive device, wherein the ignition drive device generates gas by 

causing ignition in response to operation of the releasing switch; 

wherein the parking lock state of the transmission is changed to the release state 

by actuating the parldng lock member usmg the pressure of the gas in the ignition drive 

device. 

4. (Withdrawn) The parking lock state releasing apparatus according to claim 3, wherein 
the ignition drive device includes a gas generating device for generating gas and a piston driven 
by the pressure of the gas, and the parking lock member is actuated in accordance with driving of 
the piston. 

5. (Withdrawn) The parking lock state releasing apparatus according to claim 3, wherein a 
parking brake lever is located in the passenger compaitmenl, and the releasing switch is located 
in the vicinity of the parking bralce lever and the shifting body- 

6. (Withdrawn) The parking lock state releasing apparatus according to claim 3, wherein 
the ignition drive device includes a driver circuit, and the driver circuit supplies power to the gas 
generating device to actuate the gas generating device. 

7. (Withdrawn) The parking lock state releasing apparatus according to claim 6, wherein 
the driver circuit includes an electrolytic capacitor, and the electrolytic capacitor suppUes flie 
power to the gas generating device. 

8. (Cuirently Amended) A parking lock state releasing ^paratus for a vehicle with a 
transmission control device, wherein the transmission control device has a shifting body and 
detects an operating state of the shifting body, wherein the transmission control device shifts a 
connecting state of a transmission based on the detection result, the apparatus comprismg: 

a parking lock member, which is located in the transmission, wherein the parking 
lock member mechanically locks wheels of the vehicle by means of the transmission; 
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a power traosmitting member, wherein the power transmitting member has a 
proximal end connected to the parking lock member of the transmission and a distal end 
connectible to a conventional movable member provided in tiie vehicle; and 

a switch, which connects the movable member to the power transmitting member 
when manipulated; 

wherein the power transmitting member is driven in response to operation of the 
movable member when the movable member is connected to the power transmitting 
member by the switch, and the parking lock state of the transmission is changed to the 
release state in accordance with the driving of the power transmitting membe r, wherein 
the switch is manipulated onlv when normal functioning of the transmission control 
device is hamp^Qd. 

9. (Original) The parking lock state releasing aqpparatus according to claim 8> wherein the 
distal end of the power transmitting member is connected to a foot pedal or a parking brake lever 
or a door that aie located at a driver seat, and the power transmitting member is driven by force 
for operating a corresponding one of the foot pedal or the parking brake lever or the door. 

10. (Currently Amended) A parking lock state releasing apparatus for a vehicle with a 
transmission control device, wherein the transmission control device has a shifting body and 
detects an operating state of the shifting body, wherein the transmission control device shifts a 
connecting state of a transmission based on the detection result, the apparatus comprising: 

a parking lock member, which is located in tlie transmission, wherein the parking 
lock member mechanically locks wheels of the vehicle by means of the transmission; 

a power transmitting member, wherein the power transmitting member has a 
proximal end connected to the parking lock member of the transmission and a distal end 
connectible to a movable member provided in the vehicle; and 

a switch, which connects the movable member to the power transmitting member 
when manipulated; 

wherein operation force of the movable member is amplified by a lever effect 
when the movable member is coimected to the power transmitting member by the 
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[[stitch]] switch and the movable m^ber is operated, the power transmitting member is 
driven by the amplified force^ and the parking lock state of the transmission is changed to 
the lelease state by the power transmitting memb CT. wherein the switch is manipulated 
op)v when normal functioning of the transmission control device is hampered . 

1 1 . (Original) The parking lock state releasing apparatus according to claim 10, wherein the 
distal end of the power transmitting member is connected to a foot pedal or a parking brake lever 
or a door that axe located at a driver seat, and the power transmitting member is driven by force 
for operating a corresponding one of the foot pedal or the parking brake lever or the door. 

12. (Withdrawn) A parking lock state releasing apparatus for a vehicle with a transmission 
control device and a transmission having a parking lock state, wherein the transmission control 
device has a shifting body and detects an operating state of the shifting body, wherein tlie 
transmission control device shifts a connecting state of the transmission based on the detected 
operating state, the parking lock state releasing apparatus comprising: 

a releasing switch, which is located in a passenger compartment; and 

a releasing means, wherein the releasing means generates gas in response to 

operation of the releasing switch and changes the parking lock state of the transmission 

nsing the pressm'e of the gas. 

13. (Withdrawn) The parking lock state releasing apparatus according to claim 12, finther 
comprising an actuation permitting means, wherein the actuation permitting means permits or 
prohibits actuation of the releasing means in response to the operation of the releasing switch. 

14. (Withdrawn) A parking lock state releasing apparatus for a vehicle with a transmission 
control device, a transmission having a parking lock state, and a parking lock member located in 
tiie transmission, wherein the parking lock member mechanically locks wheels of the vehicle by 
means of the transmission; wherein the transmission control device has a shifting body and 
detects an operating state of the shifting body; and wherein the transmission control device shifts 
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a connecting state of the transmission based on tte detected operating state; the parking lock 
state releasing apparatus compiising: 

a releasing switch, which is located in a passenger compartment; and 
an ignition drive device, wherein the ignition drive device generates gas by 
causing ignition in response to operation of the releasing switch; 

wherein parking lock state of the transmission is changed by actuating the parking 
lock member using the pressure of the gas in the ignition drive device. 

15. (Withdrawn) The parking lock state releasing apparatus according to claim 14, wherein 
tlie ignition drive device mcludes a gas generating device for generating gas and a piston driven 
by the pressure of the gas, and the parking lock member is actuated in accordance with driving of 
the piston. 

16. (Withdrawn) The patking lock state releasing apparatus according to claim 14, wherein a 
parking brake lever is located in flie passenger compartment, and the releasing switch is located 
in the vicinity of the parking brake lever and the shifting body, 

17. (Withdrawn) The parking lock state releasing apparatus according to claim 14, wherein 
the ignition drive device includes a driver circuit, and the driver circuit suppHes power to the gas 
generating device to actuate the gas generating devicc. 

18. (Withdrawn) The parking lock state releasing apparatus according to claim 17, wherein 
the driver circuit includes an electrolytic capacitor, and the electrolytic capacitor supplies the 
power to the gas generating device. 

Claims 19-20 (Canceled) 
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